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구 성 원

직 책 인 원 성 명 (담당분야)

석 사 3
박준화(표면처리 및 유무기 센서소자), 권은혜(표면처리 및 유무

기 센서소자), 이정익(표면처리 및 유무기 센서소자)

산학협력

희망분야

1. 결정성 고분자의 결정화도를 높이기 위한 연구분야 산학협력 공동연구 및 기술이전

   (전도성 고분자, 플렉서블 디스플레이 분야 등) 

2. 금속, 무기물(실리카, 유리) 표면처리를 통한 표면특성 제어 및 접착력 향상 기술 분야 산학협

력 공동연구 및 기술이전 (도전성 필름, 2차 전지 등)

대표연구

분야

대표기술 개요 

및 개발현황

1. 다양한 고분자에 대한 결정성 및 분자구조 분석 

Ÿ 고분자 패터닝 기술 

2. 초음파, 열처리, UV 조사 등 후처리 공정을 결정성 향상 기술

3. 비용매 화학 기상증착법을 통한 표면 처리 기술

4. 실리카 표면의 도금 처리를 통한 도전성 필름 제조 

Ÿ 용매 없는 공정을 통해 접착력 향상 

Ÿ 바인더 기능



 개발 관련

시제품 사진

• 고분자 결정성 분석

• 고분자 코팅을 통한 리튬 이차 전

지용 양극의 표면 후처리 기술

특허 및 노하우

순번 출원번호 출원일 발명의 명칭

1 10-2015-0154733 2015-11-04 유기박막 트랜지스터용 PEDOT:PSS 전극의 제조방법

2 10-2015-0031371 2015-03-06
냉각속도 조절을 통한 폴리사이오펜 박막의 열처리 

방법

3 10-2017-0045081 2017-04-07
고분자 코팅을 통한 리튬이차전지용 양극의 표면 

후처리 방법

4 10-2017-0047683 2017-04-13 고분자로 표면이 후처리된 리튬이차전지용 양극

연구 실적

1. 실리카 도금을 통한 도전성 필름 제조

Ÿ 지원기관: 중소기업청

Ÿ 과제기간:2017.10.20. ~ 2018.07.19.

2. 상분리가 조절된 MOF/공액고분자 혼성박막 기반의 고성능 기체센서 개발

Ÿ 지원기관: 교육부

Ÿ 과제기간: 2016.11.01 ~ 2019.10.31.

3. 자기조립 일차원 섬유소재형 광전자소자 개발

Ÿ 지원기관: 산업기술평가관리원

Ÿ 과제기간: 2016.07.01 ~ 2021.06.30.
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11. 1D versus 2D Growth of Soluble Acene Crystals from Soluble Acene/Polymer Blends 

Governed by a Residual Solvent Reservoir in a Phase-Separated Polymer Matrix, 

Advanced Functional Materials, 제28권(집), 제34호, 1802875, 2018.08.22.

12. Room Temperature Ionic Liquid-Activated Nafion Polymer Electrolyte for High 

Temperature Operation, Polymer(Korea), 제42권(집), 제4호, pp. 682-686, 2018.07.

13. Floating-Non-Solvent Method for Inducing the Formation of Highly Crystalline 
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